
LED Compatible

IP65 Twin 
Batten Fittings

• Suitable for Zones 1 & 2
• Safety Rotating Lamp Holders
• Grey ABS Base
• Prismatic PC Diffuser 
• ABS Clips
• Single End T8 Connection
• Suitable for Single End T8 LED Tubes
• 220-240V (No Ballast Driver)
 • Working Temperature -20oC to +40oC 
 • IK08
• IP65
• Tri-Proof
   Waterproof
   Dust Proof
   Anti-Corrosion
• ONLY Suitable for use with LED Tubes
• LED Tubes NOT Supplied

•  Dimensions (mm): 
    4 FT - 1265 x 115 x 86*
    5 FT - 1565 x 115 x 86*
    6 FT - 1830 x 152 x 102*
   * Approximate Measurements

Stock From 
BSCI Source

Case Qty as Reference - Product Can Be Ordered in Single Units

•  Online: supreme.co.ukVAT Reg. No. 889 9611 43
Company Registration No. 05292196

• Supreme Imports Ltd
 4 Beacon Road, Ashburton Road West
 Trafford Park, Manchester M17 1AF, UK.

•  Phone:  +44 (0)161 872 5151
•  Fax:  +44 (0)161 872 5454
•  

•  

•  Email:  sales@supreme.co.uk

NOW
  

AVAILABLE 

IN STOCK

CODE DESCRIPTION CASE QTY BARCODE 

S9492 4ft /120cm IP65 Twin Batten 8 5050028092292

S9494 5ft /150cm IP65 Twin Batten 8 5050028092315

S9496 6ft /180cm IP65 Twin Batten 4 5050028092339

S9673 Stainless Steel Clips 4/5ft 12 5050028094340

S9474 Stainless Steel Clips 6ft 14 5050028094357


