
• Wattage (Not Supplied)
 -1 x 36w T8 4ft Single
 - 2 x 36w T8 4ft Twin
 - 1 x 58w T8 5ft Single
 - 2 x 58w T8 5ft Twin
• Indoor or Outdoor Use - IP65
• Tri-Proof;
  -   Waterproof
  -   Dustproof
  -   Anti Corrosion
• Safety Rotating T8 Lampholders
• High Frequency Electronic Ballast
• 220-240V/50-60Hz
• Power Factor - >0.9
• Working Temperature -20°C to +40°C
• Suitable for Zones 1 & 2 (Not 0)
• Opal PC Diffuser
• Grey ABS Base
• Grey PC Clips
• Quick Installation;
  - Hanging Fixing Plate
• Class I
 
• Dimensions (mm):
 4ft Single - 1265 x 72 x 86*
 4ft Twin  - 1265 x 115 x 86*
 5ft Single   - 1565 x 72 x 86*
 5ft Twin   - 1565 x 115 x 86*
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• Phone: +44 (0)161 872 5151
• Company Reg No. 05292196 
• VAT Reg. No. 889 9611 43

orders@supreme.co.uk
supremeoffers.co.uk

Please contact your local Supreme representative for more details or email your 
contact details to lightingdesigns@supreme.co.uk and we will be in touch.FREE lighting Design 
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CODE DESCRIPTION CASE QTY BARCODE 

S6316 Fluorescent 120cm / 4ft IP65 T8 - Single 12 5050028034285

S6317 Fluorescent 150cm / 5ft IP65 T8 - Single 12 5050028034292

S6318 Fluorescent 120cm / 4ft IP65 T8 - Twin 8 5050028034308

S6319 Fluorescent 150cm / 5ft IP65 T8 - Twin 8 5050028034315


