
Please contact your local Supreme representative for more details or email your 
contact details to lightingdesigns@supreme.co.uk and we will be in touch.FREE lighting Design 

Service Available 

• Input Voltage: 220-240V (AC) ~ 50/60Hz 
• Default Current Output: 1000mA
• Output Currant Range: 

700-1050mA via DIP switch
• Output Voltage: DC3-42V
• Min. and Max. Output Power: 

29W - 42W @ 42V
• Power Factor: >0.95
• Average Life: 50,000hr
• Min. and Max. Ambient Temp: 

-20 ºC to +45ºC
• Isolated Circuit 
• Dimmable: DALI & 0/1-10V
• Dimming Range: 1% - 100%
• Flicker-Free
• Suitable for Luminaire:  

Class I and Class II
• Suitable for Emergency 

Lighting Units
• IP Rating: IP20 
• Dimension mm: 

148(w) × 43(d)× 30(h)*
• Compliance:   IEC61547 / 

EN55015 / IEC61347-1 / 
IEC61347-2-13 / IEC61000-3-2

DALI Dimmable 
Constant Current
LED Driver

* Parameters are only approximate or based upon specified conditions - Approximate measurements
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CODE DESCRIPTION CASE QTY BARCODE 

S17441 Standard Constant Current LED Driver 1 5050028251484


