
GB IMPORTANT Installation must be installed by a quali�ed electrician (BS7671).

FR IMPORTANT ! L'installation doit être e�ectuée par un électricien quali�é (BS7671).

DE WICHTIG! Die Installation sollte von einem quali�-zierten Elektriker durchgeführt werden (BS7671).

IT IMPORTANTE! L'installazione deve essere e�ettuata da un elettricista quali�cato (BS7671).

ES ¡IMPORTANTE! La instalación debe ser realizada por un electricista autorizado (BS7671).

PT INFORMAÇÃO IMPORTANTE A instalação deve ser feita por um electri-cista pro�ssional. 

NL BELANGRIJK!   Laat de installatie uitvoeren door een elektricien.

SE VIKTIGT! Installationen skall utföras av en behörig elektriker.

NO IVIKTIG! Installasjonen skal utføres av en behørig elektriker.

DK VIGTIGT! Installationen skal foretages af en elektri-ker.

FI TÄRKEÄÄ! Asennuksen saa tehdä vain valtuutettu sähköasentaja. 
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Turning the dial to the 
MOON will programme 
the sensor to ONLY 
work at NIGHT

Turning the dial to the SUN
will programme the sensor

to work at DAY & NIGHT 
(Constant)
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sensor will function – eg DUSK
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Pre wired cable does NOT include connector.  Once wired you must ensure that the connection is waterproof via a 
suitable IP rated connection box or with an adequate amount of insulation tape and located in a sheltered position.


